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SC_DOT CCR1

INFRASTRUCTURE
CONSULTING & ENGINEERING

I

Project ID:| P039718 | County: | Richland | Boring No.: [ 36-End Bent 1|LT
Site Description: | Carolina Crossroads Phase 1 - Bridge 36 | Route: | Bridge 36
Eng./Geo.: | CM & NM | Boring Location: | 30+01 | Offset: 26 LT |Alignment: |COLRB
Elev.: [183.0ft | Latitude: | 34.02168598| Longitude: | -81.09596711/| Date Started: 11/16/2021
Total Depth: |[40.2ft |Soil Depth: [20.2ft |Core Depth: |20 ft Date Completed: | 11/16/2021
Bore Hole Diameter (in): | 2.25 | Sampler Configuration |LinerRequired: | Y (N |LinerUsed: |Y ®
Drill Machine: | D-50 #0435 | Drill Method: | Casing w/ Adv | Hammer Type:| Automatic | Energy Ratio: | 84%
Core Size: |NQ2 Driller: | M. Morgan Groundwater: | TOB | NM |24HR [6.8ft
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Artificial Fill Brown, Orange, and Tan, v 0.0 L :E : E : oo
T 1 Moist to Wet, Loose, Clayey Sand (SC) AN 20 pS-30643 5 4 51 9 . A : § § § ]
SS-3064: NM=18.2% LL=42 PL=22 PI=20 oo
1 40 #200=47.2% (A-7-6) 40 33 2315 ' i
178.0 - Orange and Red, Wet, Soft, Sandy Clay 5 0453-3065 11 3 2| 4 0
1 6.57 : S
. —!Alluvial Gray, Wet, Very Loose, Clayey -5S-3068 2 1 worwor| 1 r ; H A A
4 8.0 sand(SC) 727 8.0 e
1 gg7|SS-3066: NM=32% LL=34 PL=18 PI=16 -55-306Tworworr 1 5| 1 ‘ Do Do .
173.04  28_H#200=47.9% (A-6) — — :
] | \Gray, Wet, Very Soft, Sandy Clay with ©
7 7 \Trace Organics AL, ST-1 . Lo o
| _| Coastal Plain Gray, Wet, Dense, Clayey ) Co Do C
168.0 | Sand(S©) 5530614 21 23 | 44 | @ :
_ | SS-3068: NM=11.6% LL=23 PL=13 PI=10 [ N C
1 7 #200=44.1% (A-4) o
] 1967 5, 5 50T 100 : _:
163.01 20.2-, PWR (Granite) Gray, Moist, Very Dense, : 560" 160 :
. —_\Saprolltlc Silty Sand / DA
] | Rock Granite, Gray, Black, and White, 1 Na-1 . |
T 7 Excellent, Slightly Weathered to Fresh, I :
E - Strong to Very Strong, Hard to Very Hard, — _
158.04 25.2- J, VC-C, T, PI, Sr, Na-Sp 25.2
B < |REC=100% RQD=97% GSI=80-90 B B
T - |\RS-1: 22467 psi N ]
_ _ ps! | NQ-2 | |
- - Granite, Gray, Black, and White. Excellent, — -
153.04 30.2- Fresh, Very Strong, Very Hard 30.2
- —_\REC=100% RQD=100% GSI=80-90 / b ]
: : Granite, Gray, Black, and White. Excellent, : NQ-3 _l
1 | Fresh, Very Strong, Very Hard | 1
148,04 3521 REC=100% RQD=100% GSI=80-90 352
T 7| Granite, Gray, Black, and White. Excellent, 7] T
] - Fresh, Very Strong, Very Hard N NQ<4 -.
] 7 REC=100% RQD=100% GSI=80-90 1
143.0- 40.2- &
_ _| Boring Terminated at 40.2 Feet i ]
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




