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PROJECT: Carolina Crossroads Ph 1

CLIENT: Infrastructure Consulting & Engineering

SITE: 120 and 126

TEST LOCATION: See Exploration Plan

Surface Elev.: 178.9677 ft

Northing: 796182.2883 Station: 5425+00 R1

Columbia, SC Easting: 1970818.1115  Offset: 15
5 10 15 20 0.34 0.68 1.02 1.36 DMate_l'iE_ﬂ
Depth Tip Resistance, g, Sleeve Friction, f, Friction Ratio, F, Pore Pressure, u, escription oy
(ft) (tsf) (tsf) (%) (tsf) Normalized CPT " g)
—_— —_— —_— Soil Behavior Type

-OI.5 OiO 0i5 1|.0 15 20 25 3i0 3i5

12345678

Alignment:I26RC_BD

Elevations were provided by others.

See Exploration and Testing Procedures for a description of field and laboratory procedures used and additional data (If any).

CPT sensor calibration reports available upon request. .

1 Sensitive, fine grained

2 Organic soils - clay

3 Clay - silty clay to clay

4 Silt mixtures - clayey silt to silty clay

5 Sand mixtures - silty sand to sandy silt
6 Sands - clean sand to silty sand

7 Gravelly sand to dense sand

8 Very stiff sand to clayey sand

9 Very stiff fine grained

Probe no. 5617

CPT Started: 2/24/2022

CPT Completed: 2/24/2022

1lerracon

Rig: Pagani TG73-200

Operator: J. Blaisdell

1450 Fifth St W
North Charleston, SC

Project No.: D2225006




