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SURFACE MATERIALS - 3 inches of
TOPSOIL.

FILL - CLAYEY SAND (SC) - medium
dense, dry to moist, yellowish red (5YR 5/8),
light reddish brown (5YR 6/3) and gray (5YR
6/1), subangular, mostly fine to medium
sands, some low plasticity fines,  [LL=36,
PL=17, PI=19, NMC=16.3%, %#200=46.0],
AASTHO = A-6 (5).

ALLUVIUM - SANDY FAT CLAY (CH) -
hard, moist, light reddish brown (5YR 6/3)
and gray (5YR 6/1), mostly high plasticity
fines, some fine to medium sands,  [LL=53,
PL=27, PI=26, NMC=22.1%, %#200=66.4],
AASTHO = A-7-6 (16).

CLAYEY SAND (SC) - medium dense,
moist, yellowish red (5YR 5/6) and gray (5YR
6/1), mostly fine to medium sands, some
high plasticity fines, [LL=54, PL=23, PI=31,
NMC=27.1%, %#200=42.6], AASTHO =
A-7-6 (8).

Tri-Cone Bit Refusal at 11.7 feet.  Install NW
Casing to 11.7 feet for NQ wireline coring.

For discontinuity descriptors, see
discontinuity worksheet.

IGNEOUS BEDROCK - GRANITE - black
(7.5YR 2.5/1), light gray (7.5YR 7/1) and red
(7.5YR 6/6), coarse grained, subangular,
massive, fresh, very strong rock.

RC-1: Rec= 97.0%, RQD= 89.0%, GSI=
60-70, RMR = 43.

RC-2: Rec= 100.0%, RQD= 100.0%, GSI=
65-75.

RC-3: Rec= 100.0%, RQD= 100.0%, GSI=
65-75, RMR = 82.

RC-4: Rec= 100.0%, RQD= 100.0%, GSI=
80-90.

RC-5: Rec= 100.0%, RQD= 100.0%, GSI=
80-90, RMR = 87.

Boring Terminated at 31.7 feet.
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Site Description:
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Boring No.:

Split Spoon
Undisturbed Sample
Rock Core, 1-1/8"

P027662
Site 34
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