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Alluvium:

Loose, wet, gray, sub-angular, non-reactive,
med. to cse. grain, silty SAND (SM/A-2-4).

Medium dense to dense, wet, gray,
sub-angular, non-reactive, med to cse. grain,
poorly graded SAND (SP/A-1-b).

Medium dense, wet, gray, sub-angular,
strongly reactive, med. to cse. grazin, silty
SAND (SM/A-1-b).

LL=NA, PL=NA, PI=NA, NMC=NA,
%#200=14.2

Hard, moist, green & gray, sub-angular,
strongly reactive, f. to cse. grain, sandy SILT
(ML/A-4).

LL=NA, PL=NA, PI=NA, NMC=NA,
%#200=55.1

Santee Formation:

Very dense, moist, green and gray,
sub-angular, strongly reactive, f. to cse.
grain, clayey SAND (SC/A-6).

LL=35, PL=23, PI=12, NMC=24.6,
%#200=46.7

Medium dense to very dense, moist, green,
gray & tan, sub-angular, strongly reactive,
strongly cemented in portions, f. to cse.
grain, silty SAND (SM/A-4).

LL=31, PL=30, PI=1, NMC=34.4,
%#200=39.2

Medium dense, moist, gray & green,
sub-angular, strongly reactive, f. grain, silty
SAND (SM/A-4).

LL=NA, PL=NA, PI=NA, NMC=NA,
%#200=43.8

Medium dense to dense, moist, gray & green,
sub-angular, strongly reactive, mod.
cemented, f. grain, silty SAND (SM/A-4).

LL=NP, PL=NP, PI=NP, NMC=38.1,
%#200=47.1
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