
6

13

11

15

15

21

1

4

WOR/24"

WOR/18"

WOR

WOR

WOH

WOH

4

WOH

14

25

23

10

20

28

32

50/5.5"

21

1

1

2

2

1

13

8

28

28

6

21

19

24

19

24

1

2

WOH

WOH/12"

WOH

1

2

6

1

22

50/3"

28

68.8

79.2

85.2

89.2

93.0

FC=68.3%

Very soft to soft, wet, dark green, Sandy
Elastic SILT (MH), slightly micaceous

SS-19: MC=316.1%, LL=135, PL=133,
PI=2, FC=60.1%

SS-21: MC=376.9%, LL=113, PL=102,
PI=11, FC=64%

SS-22: MC=336.3%, LL=111, PL=101,
PI=10, FC=62.8%

Very soft to soft, wet, dark green, fine to
medium grained, Silty SAND (SM), slightly
micaceous

SS-23: MC=316.1%, LL=99, PL=92, PI=7,
FC=41%

SS-24: MC=305.5%, LL=90, PL=86, PI=4,
FC=39.7%

SS-25: MC=266.5%, LL=75, PL=66, PI=9,
FC=32.8%

Medium dense to loose, wet, dark green,
fine to coarse grained, well graded SAND
with silt (SW-SM), slightly micaceous

SS-27: MC=42.6%, LL=NP, PL=NP, PI=NP,
FC=10.4%

SS-28: MC=25%, LL=NP, PL=NP, PI=NP,
FC=19.9%

Dense, wet, dark green, fine to coarse
grained, Silty SAND (SM), slightly
micaceous
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Site Description:
Boring No.:
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Soil Test Boring Log

Carolina Drilling
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Latitude:

Core Size:

Longitude: Date Started:
Total Depth: Date Completed:
Bore Hole Diameter (in):
Drill Machine:

Continued Next Page

RW
RC

-
-

File No.:

HSA
CFA
DC

-
-
-

Elev.:
Boring Location:

Rotary Wash
Rock Core

Rock Core, 1-7/8"
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Groundwater: 24HR
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