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Roadway Embankment:

Very loose to loose, dry to wet, orange, tan,
black, brown & gray, sub-angular,
non-reactive, f. to med. grain silty SAND
(SM/A-2-4).

LL=NP, PL=NP, PI=NP, NMC=11.7,
%#200=16.2

Alluvium:

Very loose, moist, tan, brown & gray,
non-reactive, clayey SAND (SC/A-2-4).

LL=25, PL=17, PI=8, NMC=17.5,
%#200=32.3

Very loose, moist, tan, brown & gray,
non-reactive, silty, clayey SAND
(SC-SM/A-4).

Medium dense, wet, gray & white,
sub-angular, non-reactive, med. to cse. grain,
poorly graded SAND (SP/A-1-b).

LL=NP, PL=NP, PI=NP, NMC=13.1,
%#200=4.4

Santee Formation:

Medium dense to dense, moist, green & gray,
strongly reactive, silty SAND (SM/A-2-4).

LL=37, PL=31, PI=6, NMC=38.1,
%#200=28.5

Medium dense to very dense, moist to wet,
green & gray, sub-angular, strongly reactive,
strongly cemented, f. grain, silty SAND
(SM/A-2-4).

LL=NP, PL=NP, PI=NP, NMC=23.5,
%#200=24.5

Medium dense, moist, green, gray & tan,
strongly reactive, silty SAND (SM/A-4).

LL=NP, PL=NP, PI=NP, NMC=44.9,
%#200=44.0
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Bridge Replacement over Four Hole Swamp
B-1
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4/23/2014

Site Description:
Boring No.:

Sampler Configuration Liner Required:
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Soil Test Boring Log

Latitude:

Core Size:

Longitude: Date Started:
Total Depth: Date Completed:
Bore Hole Diameter (in):
Drill Machine:
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Rotary Wash
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Rock Core, 1-7/8"
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SAMPLER TYPE

Driller:
Energy Ratio:
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Drill Method:

US 301
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Hammer Type:

Route:

Groundwater: 24HR
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Project No. (PIN): R. DeLostCounty: Eng./Geo.:
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Shelby Tube
Rock Core, 1-1/8"

NQ
CU
CT

-
-
-

US 301

MC

M. Morgan

 SPT N VALUE 

33.45753 80.64727

38.040308 OrangeburgBR38(019)

Automatic

S
C

_D
O

T
  B

R
ID

G
E

 O
V

E
R

 F
O

U
R

 H
O

LE
 S

W
A

M
P

.G
P

J 
 S

C
_D

O
T

.G
D

T
  9

/1
9

/1
4

>>

NN




