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Asphalt at 0 to 8 inches

FILL - Dense, moist, brown, red with gray,
fine to medium grained, Clayey SAND (SC)

FILL - Medium dense to very loose, moist,
tan, fine to medium grained, poorly graded
SAND (SP), slightly micaceous

ALLUVIAL - Soft, wet, gray, Lean CLAY
with sand (CL), slightly micaceous

SS-5: MC=24.5%, LL=34, PL=14, PI=20,
FC=73%

Loose, wet, gray, fine to medium grained
Clayey SAND (SC), slightly micaceous

SS-6: MC=20.5%, LL=25, PL=13, PI=12,
FC=42.3%

COASTAL PLAIN DEPOSIT - Medium
dense, wet, gray, medium grained, poorly
graded SAND (SP), slightly micaceous

(low recovery)

Dense to very dense, wet, green gray, fine
to medium grained, Silty SAND (SM),
slightly micaceous

(contains sand with strong cementation)

(contains trace shell fragments)

Very stiff, wet, green gray, Sandy SILT
(ML), slightly micaceous

(contains sand with strong cementation)

(conains trace shell fragments)

SS-11: MC=37%, LL=28, PL=26, PI=2,
FC=57.7%

Very dense, wet, green gray, fine to coarse
grained, Silty SAND (SM), slightly
micaceous

(contains sand with strong cementation)

(contains trace shell fragments)
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Bridge Replacement Over Four Hole Swamp
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Site Description:
Boring No.:

Sampler Configuration Liner Required:
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Soil Test Boring Log

Carolina Drilling
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Latitude:

Core Size:

Longitude: Date Started:
Total Depth: Date Completed:
Bore Hole Diameter (in):
Drill Machine:
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Rotary Wash
Rock Core

Rock Core, 1-7/8"
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Energy Ratio:

5949+31.74

4

8.75 R

Drill Method:

Proposed
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Groundwater: 24HR
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