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Asphalt at 0 to 3" / Sand-Stone Stabilized
Subbase at 3" to 1' / Reinforced Concrete
at 1' to 1.5'

Air

Water

ALLUVIAL - Very soft to soft, wet, dark
gray, Lean CLAY with sand (CL)

(contains trace roots)

Loose, wet, gray and white, medium to
coarse grained, poorly graded SAND (SP)

COASTAL PLAIN DEPOSIT - Medium
dense, wet, gray and white, medium to
coarse grained, poorly graded SAND (SP)

Hard, wet, green gray, Sandy SILT (ML),
slightly micaceous

(contains sand with strong cementation)

(contains shell fragments)

SS-6: MC=33.3%, LL=35, PL=24, PI=11,
FC=53.1%

Very dense, wet, green gray, fine to
medium grained, Clayey SAND (SC),
slightly micaceous

(contains sand with strong cementation)

(contains shell fragments)

SS-7: MC=29.6%, LL=29, PL=18, PI=11,
FC=42.8%

Very stiff to very hard, wet, green gray,
Sandy SILT (ML), slightly micaceous

(contains lenses of sand with strong
cementation)

(contains shell fragments)

SS-12: MC=43.6%, LL=35, PL=29, PI=6,
FC=63.3%

SS-14: MC=39.6%, LL=41, PL=33, PI=8,
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Site Description:
Boring No.:

Sampler Configuration Liner Required:
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Soil Test Boring Log

Carolina Drilling

38-40308.2

Latitude:

Core Size:

Longitude: Date Started:
Total Depth: Date Completed:
Bore Hole Diameter (in):
Drill Machine:
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Boring Location:

Rotary Wash
Rock Core

Rock Core, 1-7/8"
Cuttings
Continuous Tube

SAMPLER TYPE

-80.6475

Driller:
Energy Ratio:
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Drill Method:
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Soil Depth: Core Depth:
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Hollow Stem Auger
Continuous Flight Augers
Driving Casing

Hammer Type:

Route:

Groundwater: 24HR
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