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BRIDGE REPLACEMENT OVER HANGING ROCK CREEK
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PLAN

HYDROLOGY DATA

OVERTOPPING FLOOD

CONTROL POINTS

STA.

33+00 34+00

DJS

S-29-765

SECTION ALONG { SURVEY S-29-765

LANCASTER

SUPERELEVATION SKETCH

TYPICAL THROUGHOUT BRIDGE

0.020 FT./FT. 0.020 FT./FT.

(HANGING ROCK CHURCH ROAD)

{ SURVEY S-29-765

35+00 36+00 37+00

8" NAIL

N 980458.00   E 2117710.26

ELEVATION = 383.60'

CP5

8" NAIL

N 980158.46   E 2117364.88

ELEVATION = 390.78'

CP4

VERTICAL CURVE DATA

V.C. = 1,080'

ELEV. 367.24

PVI = 38+75.00

PROBABILITY = 1%

Q = 3,198 CFS

(-)6.27% (+)6.34%

AREA FURNISHED UNDER_100 = 1,343.9 SQ. FT.

VELOCITY_100 = 9.4 FPS

Q_100 = 3,215 CFS

AREA FURNISHED UNDER_25 = 1,087.4 SQ. FT.

VELOCITY_25 = 8.5 FPS

Q_25 = 2,251 CFS

D.A. = 12.0 SQ. MILES

= EXCAVATE HATCHED AREA

X - DENOTES EXPANSION BEARING

F - DENOTES FIXED BEARING

202.4.2 OF THE STANDARD SPECIFICATIONS.

AND APPURTENANCES IN ACCORDANCE WITH SECTION 

90'-0"| 3-SPAN SIMPLE CONCRETE SLAB BRIDGE 

REMOVE AND DISPOSE OF EXISTING 27'-6" x 

SLAB EXTENSION.

INCLUDES 1'-0" MASH BARRIER PARAPET AND 1" 

LOW CHORD ELEVATION.

CHORD ELEVATION IS AT OR ABOVE THE EXISTING 

PROPOSED PROFILE SET SO THAT THE NEW LOW 
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BRIDGE REPLACEMENT OVER HANGING ROCK CREEK

S-29-765 (HANGING ROCK CHURCH ROAD)
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OVERLAY THICKNESS ACROSS THE BRIDGE. 

WILL NEED TO BE ADJUSTED IN ORDER TO MAINTAIN THE MINIMUM 

THICKNESS WILL NOT OCCUR AT THE BEARINGS. THE OVERLAY THICKNESS 

DUE TO BEAM CAMBER AND THE VERTICAL CURVE ORDINATES, THE MINIMUM 
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BLOCKOUT DECK DRAIN (TYP.)
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