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SOUTH CAROLINA

DEPARTMENT  OF  TRANSPORTATION

REV.

REV.

REV.

REVIEWED

QUAN.

DR.

DES.

BY CHK. DATE
ROUTECOUNTY

TYPICAL SECTION
BRIDGE

US 123

JAC 01-23

PICKENS

US 123 OVER GEORGES CREEK
BRIDGE TYPICAL SECTION

44'-0" Roadway 44'-0" Roadway

LANE

12'-0"

LANE

12'-0"

SHOULDER

10'-0"

SHOULDER

10'-0"

SHOULDER

10'-0"

SHOULDER

10'-0"

LANE

12'-0"

LANE

12'-0"

> US 123 NORTHBOUND

MEDIAN

RAISED

4'-0"

(Looking in direction of stationing)

> Beam (Typ.)

Deck drains not shown.  See RFP requirements.

Stages of construction and longitudinal construction joints are not shown.  Closure pours are required in accordance with BDM.

Notes:

> US 123 SOUTHBOUND

Parapet (Typ.)

MASH Barrier

1'-0"

Extension (Typ.)

1•" Slab

94'-3" Out to Out (Minimum)

1'-0"

2.0% 2.0% 2.0% 2.0%

Finished Grade (US 123 NB) Finished Grade (US 123 SB)
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