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ASPHALT (10")

Medium Dense, Moist, Dark Brown, Silty Fine
to Medium SAND (SM)

Medium Dense, Moist, Reddish Brown, Fine to
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ASPHALT (8")

Stiff, Moist, Reddish Brown, CLAY (CL) with
Fine to Medium Sand

Stiff, Moist, Brown, Fine to Medium Sandy SILT
(ML)

Boring Terminated at 2.5 Feet Below Ground
Surface.
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Stiff, Moist, Reddish Brown, CLAY (CL) with
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(ML)
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ASPHALT (5.5")

Loose, Moist, Brown, Clayey Fine to Medium
SAND (SC)
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Surface.
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ASPHALT (5")

Medium Dense to Loose, Moist, Brown, Silty
Fine to Medium SAND (SM)

Boring Terminated at 2.5 Feet Below Ground
Surface.
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Medium Sandy SILT (ML)
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G6794.001  ►  Task 002 - SC 183 over Twelve Mile Creek  
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ASPHALT (5.5")

CONCRETE (7")

Loose, Moist, Red, Clayey Fine to Medium
SAND (SC)

Boring Terminated at 2.5 Feet Below Ground
Surface.

DS-1

DS-2

14

7

8

18

9

9

0.5

1.0

2.5

1.0

2.0

0.5

1.0

2.5

8

12

STD. PENETRATION TEST DATA
(blows/ft)

5 10 20 40

Longitude:

34.83285

Date Drilled:  2/13/2023

DRILLING METHOD

D
ep

th
(f

t) MATERIAL DESCRIPTION

-82.49759

70

RW
RC
PHD

-
-
-

NQ
CU
CT

1s
t 6

"

2n
d 

6"

3r
d 

6"

4t
h 

6"

-
-
-

Split Spoon
Undisturbed Sample
Rock Core, 1-1/8"

E
le

va
tio

n
(f

t)

Supervisor:  C. Thomas

Date Completed:  2/13/2023

Drill Machine:  Auger

S
am

pl
e

D
ep

th
(f

t)

HSA
CFA
DC

-
-
-

Rock Core, 1-7/8"
Cuttings
Continuous Tube

SAMPLER TYPE

LEGEND

Hollow Stem Auger
Continuous Flight Augers
Driving Casing

LOG OF BORING No. C-8

G
ra

ph
ic

Lo
g

S
am

pl
e

T
yp

e-
N

o.

N
 V

al
ue

Water T.O.B. (ft):  Dry Water 24 HR (ft):  NR

Approx. Ground Elevation (ft):  823

Drilling Method:  HA/DCP

Dynamic Cone for Shallow In-Situ
Penetration Testing per Sowers and
Hedges (1966).

-
-
-

Rotary Wash
Rock Core
Percussion Hammer Drill

Notes:

Latitude:

SC 124 Over Georges Creek

 Pickens, South Carolina

G6794.001 Task 003

SS
ST
AWGF

&
M

E
 P

R
IV

A
T

E
 L

O
G

  G
67

94
.0

1 
- 

T
A

S
K

 0
03

 -
 S

C
 1

24
 R

B
O

 G
E

O
R

G
E

S
 C

R
E

E
K

 .G
P

J 
 F

M
E

20
17

.G
D

T
  3

/8
/2

3



ASPHALT (7")

Stiff to Soft, Moist, Reddish Brown, CLAY (CL)
with Fine to Medium Sand

Boring Terminated at 2.5 Feet Below Ground
Surface.
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ASPHALT (6.5")

CONCRETE (7")

Firm, Moist, Brown, CLAY (CL) with Fine to
Medium Sandy

Boring Terminated at 2.5 Feet Below Ground
Surface.
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      G6794.001 – Task 004 – US 123 SB Over Georges Creek 
 
 
  

 

 
 
 

 
 
 
 
 
 
 

US 123 SB Over Georges Creek 
 

Pavement Exploration 
 
 

   
 
 
 
 



 
 
 
 

 
 
G6794.001 – Task 004 – US 123 SB Over Georges Creek 
 

 
 

 
 
 
 
 

 
 

APPENDIX A  
 

Location Plans 
 
 
 

  
 
 



SCALE: AS NOTED

1

4
3
2

REV. DESCRIPTION OF REVISION

DWG.
R/W

DATE
DATE
DATE

TOPO.
GROUPCTC 2.24.23

FIGURE 1

DATEBY

CONSULTANTS

F&ME CONSULTANTS, INC.
COLUMBIA, SC

SITE LOCATION PLAN

SITE

SCDOT PROJECT ID: P041233 FME JOB NO. G6794.001

US 123 SB OVER GEORGES CREEK
PICKENS COUNTY, SOUTH CAROLINA



© 2023 Microsoft Corporation © 2022 Maxar ©CNES (2022) Distribution Airbus DS 

C-4

US 123
C-3

C-2

C-5

C-6

C-1

SCALE: 1"=50'

1

4
3
2

REV. DESCRIPTION OF REVISION

DWG.
R/W

DATE
DATE
DATE

TOPO.
GROUPCTC 2.24.23

FIGURE 2

DATEBY

CONSULTANTS

F&ME CONSULTANTS, INC.
COLUMBIA, SC

CORING LOCATION PLAN

US 123 SB OVER GEORGES CREEK
PICKENS COUNTY, SOUTH CAROLINA

SCDOT PROJECT ID: P041233 FME JOB NO. G6794.001

LEGEND:

PAVEMENT CORING LOCATION



      G6794.001 – Task 004 – US 123 SB Over Georges Creek 
 
 
  

 

 
 
 
 
 
 

 
 

APPENDIX B 
 

Soil Boring Logs  



ASPHALT (12")

Medium Dense, Moist, Brown, Fine to Medium
SAND (SP-SM) with Silt

Boring Terminated at 2.5 Feet Below Ground
Surface.
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ASPHALT (10")

Medium Dense, Moist, Brown, Fine to Medium
SAND (SP-SM) with Silt

Boring Terminated at 2.5 Feet Below Ground
Surface.
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ASPHALT (12.5")

Medium Dense, Moist, Brown, Fine to Medium
SAND (SP-SM) with Silt

Boring Terminated at 2.5 Feet Below Ground
Surface.
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ASPHALT (11.5")

Loose, Moist, Brown, Fine to Medium SAND
(SP-SM) with Silt

Boring Terminated at 2.5 Feet Below Ground
Surface.
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