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{1.�TOTAL CABLE FOOTAGE IS  6423  FT. OR  1.2164  MILES
2.�UNDERGROUND CABLE IS  5  FT. FROM EDGE OF PAVEMENT AND 3.5 FT BELOW CROSSLINE
PIPES.
3.�PEDESTAL TO BE PLACED AT EDGE OF RIGHT-OF-WAY
4.�BORE UNDER ALL ROADS
5.�BORE PITS MUST BE CLOSED IMMEDIATELY AFTER INSTALLATION
6.�BORE PITS MUST BE  5  FT. FROM EDGE OF PAVEMENT
7.�SHOULDER SOD DESTROYED BY THIS INSTALLATION TO BE REPLACED AND THIS ENTIRE
DISTRIBUTED AREA RESHAPED AND ROLLED TO THE CROSS SECTION EXISTING PRIOR TO THIS
WORK
8.�TRENCH TO BE PROPERLY BACKFILLED AND THOROUGHLY TAMPED
�THE DISTURBED AREA SHALL BE RESHAPED AND DRESSED OUT IN A WORKMANSHIP-LIKE
MANNER.
9.�THE PERMITEE SHALL BE RESPONSIBLE FOR ANY AND ALL DAMAGES THAT OCCUR AS A
DIRECT RESULT OF THIS INSTALLATION
10.�PERMITTEE SHALL ALLOW FOR ANY EMBANKMENT AREAS NEAR ROAD PAVEMENT BY MAKING
SURE CABLE IS AT ALL TIMES AT LEAST 42" DEPTH UNDER PAVEMENT.}

{\W0.9;ROW INFORMATION OBTAINED FROM FORCE RELOCATION PLANS}

{SPECTRUM PROJECT LOCATED AT BROAD RIVER RD/US-176
BETWEEN MARLEY DR/S-683 AND LONGCREEK DR/S-2590

SPECTRUM PROPOSED TO PULL THROUGH EXISTING CONDUIT.

SPECTRUM SOUTHEAST, LLC TO PLACE UNDERGROUND
FACILITIES AT THE BACK SIDE OF THE RIGHT OF WAY AS FAR AS
POSSIBLE.

THIS EDGE OF PAVEMENT DISTANCE MAY VARY SOMEWHAT
DEPENDING ON LOCATION OF OTHER UTILITY PLACEMENTS.
SPECTRUM SOUTHEAST, LLC WILL VERIFY THE LOCATIONS AND
DEPTHS OF ALL EXISITNG DRAINAGE STRUCTURES BEFORE THE
START OF WORK.
SPECTRUM SOUTHEAST, LLC WILL MAINTAIN 48" DEPTH UNDER
ROADWAY AND 42" BELOW THE LOWEST DRAINAGE STRUCTURE
AND GROUND LEVEL.
SPECTRUM SOUTHEAST, LLC WILL PLACE HPDE CONDUIT WITH A

24'

40'

102'

32
'

16
'

88
'

15
'

12'

80'

17'

117'

49
'

6'

8'

22
'

15
4'

POLE
#

2177
25 193'

26'

24'

100'

22
'

58
'

8'

14
'

63
'

28
'

88
'

91'

POLE#

6403
99

POLE#

5452
59

POLE#

1573
28

POLE#

1573
28

70'

12'

24
'

13
2'

37'

109'

28'

58
'

6'

1
9

0
'

88'

58'

52'

6'

37'

54' 150'
13'

12'

POLE#
157363

PO
LE#

NT

POL
E# 3352

06

R/WR/W BO
C

BO
C

R/W
BOC

R/W
BOC

R/WBO
CR/W BO
C

R/WBOC

R/W

BOC

D/W

D/W

D/W

D/W

D/W

MARLEY DR/S-683

BRIARGATE CIR

BRIARGATE CIR

BROAD RIVERRD/US-176
S/W

S/W

S/W

S/W

S/W

S/W

S/W

D/W2
416

241
9

235
1

2350

2344

PROJECT START
PROPOSED U/G
CATV
FACILITIES 34.042287°

-81.097612°

D/W

23452341

2340

2224

PULL THROUGH EXISTING CONDUIT

PULL THROUGH EXISTING CONDUIT

D/W

PULL THROUGH EXISTING CONDUIT

PULL THROUGH EXISTING CONDUIT

MATCH SHEET #3
AA

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Typewritten Text
Yellow Line represents 2 separate 4"inch pipes

P2140043
Typewritten Text
Blue Line represents 1 single 2"inch pipe

JCHASTEEN
Text Box
NEW VAULT WITH STUB OUT

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
STUB OUT FOR POLE #NT

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
NEW VAULT WITH STUB OUT

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
NEW VAULT WITH STUB OUT



B
IN

D
IN

G
 S

P
A

C
E

IN RICHLAND COUNTY, SOUTH CAROLINA
PROPOSED UNDERGROUND CATV FACILITIES

PLAN VIEW

SOUTH CAROLINAScale:

Sheet No.:

Date:

3 OF 5

NONE State:

County:

Drafted:

RICHLAND

ELITE3/23/21

R

VAULT

ANCHOR
VCSANPHONEGAS

W

BP

WS
A

N GAS

BPBP

GASWGAS

UNDERGROUND CATV

BURIED POWER

TELEPHONE

WATER

SEWER

RIGHT OF WAY

AERIAL CATVPHONE
CONCRETE POLE

RISER POLE

PEDESTALWOOD POLE
PHONE

PHONEPERMIT
RIGHT-OF-WAY

SCDOTSPECTRUM

SOUTHEAST LLC

9' 8' 85'

1
5
0
'

11
7'

35'

42'

94'

32'

74'

52'

10'

145'

56'

94'

43'

10'

66
'

43
'

12
8'

47'

73'

POL
E# 5637

74
POL

E# 5637
74

113'

POLE#
90976D/W D/W

D/W

R/W

E/P

E/P

E/P

E/P

E/P

E/P E/
P

E/
P

E/P E/P

E/P

E/P

E/P

E/P

E/P

E/P

R/W

E/P

BROAD RIVERRD/US-176

I-20

GARNER LN/S-2906

S/W

S/W

S/W

S/W

S/W

S/W

S/W

S/W

2219

2220

PULL THROUGH EXISTING CONDUIT

PULL THROUGH EXISTING CONDUIT

MATCH SHEET #2

MATCH SHEET #4

A A

BB

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

P2140043
Polygonal Line

JCHASTEEN
Text Box
NEW VAULT WITH STUB OUT FOR POLE CONNECTION

JCHASTEEN
Text Box
NEW VAULT

JCHASTEEN
Text Box
NEW VAULT WITH STUB OUT FOR POLE CONNECTION



B
IN

D
IN

G
 S

P
A

C
E

IN RICHLAND COUNTY, SOUTH CAROLINA
PROPOSED UNDERGROUND CATV FACILITIES

PLAN VIEW

SOUTH CAROLINAScale:

Sheet No.:

Date:

4 OF 5

NONE State:

County:

Drafted:

RICHLAND

ELITE3/23/21

R

VAULT

ANCHOR
VCSANPHONEGAS

W

BP

WS
A

N GAS

BPBP

GASWGAS

UNDERGROUND CATV

BURIED POWER

TELEPHONE

WATER

SEWER

RIGHT OF WAY

AERIAL CATVPHONE
CONCRETE POLE

RISER POLE

PEDESTALWOOD POLE
PHONE

PHONEPERMIT
RIGHT-OF-WAY

SCDOTSPECTRUM

SOUTHEAST LLC

5'

51'

67'

52'

20'22
'

60
'

19
'

9'

40'

63'

40'

P

6'

13
'

60
'

6'
12'

29'
9'

38'9'
17'

34'

65
'

6'179
'

88'
60

'

14
7'

29'

9'

98'

5'

40'

140'

29'

20
0'

38
'

V

POLE
#

POLE
#NT

D/W

D/W

D/W

D/W

D/W

D/W

D/W

D/W

R/W

POLE#
170346

R/
W

BO
C

R/
WBO
C

BROAD RIVERRD/US-176

LONGCREEK DR/S-2590
S/W

S/W

S/W

S/W

S/W

S/W

D/W

2116

2123

2121

2108

2104

210120092007200
5

192
8

PULL THROUGH EXISTING CONDUIT

PULL THROUGH EXISTING CONDUIT

PULL THROUGH EXISTING CONDUIT

MATCH SHEET #3

MATCH SHEET #5

B B

CC

BROAD RIVER RD/US-176 PLAN VIEW
SCALE: NONE

{1.�TOTAL CABLE FOOTAGE IS  6423  FT. OR  1.2164  MILES
2.�UNDERGROUND CABLE IS  5  FT. FROM EDGE OF PAVEMENT AND 3.5 FT BELOW CROSSLINE PIPES.
3.�PEDESTAL TO BE PLACED AT EDGE OF RIGHT-OF-WAY
4.�BORE UNDER ALL ROADS
5.�BORE PITS MUST BE CLOSED IMMEDIATELY AFTER INSTALLATION
6.�BORE PITS MUST BE  5  FT. FROM EDGE OF PAVEMENT
7.�SHOULDER SOD DESTROYED BY THIS INSTALLATION TO BE REPLACED AND THIS ENTIRE DISTRIBUTED AREA
RESHAPED AND ROLLED TO THE CROSS SECTION EXISTING PRIOR TO THIS WORK
8.�TRENCH TO BE PROPERLY BACKFILLED AND THOROUGHLY TAMPED
�THE DISTURBED AREA SHALL BE RESHAPED AND DRESSED OUT IN A WORKMANSHIP-LIKE MANNER.
9.�THE PERMITEE SHALL BE RESPONSIBLE FOR ANY AND ALL DAMAGES THAT OCCUR AS A DIRECT RESULT OF THIS
INSTALLATION
10.�PERMITTEE SHALL ALLOW FOR ANY EMBANKMENT AREAS NEAR ROAD PAVEMENT BY MAKING SURE CABLE IS AT
ALL TIMES AT LEAST 42" DEPTH UNDER PAVEMENT.}

{\W0.9;ROW INFORMATION OBTAINED FROM FORCE RELOCATION PLANS}

{SPECTRUM PROJECT LOCATED AT BROAD RIVER RD/US-176
BETWEEN MARLEY DR/S-683 AND LONGCREEK DR/S-2590

SPECTRUM PROPOSED TO PULL THROUGH EXISTING
CONDUIT.

SPECTRUM SOUTHEAST, LLC TO PLACE UNDERGROUND
FACILITIES AT THE BACK SIDE OF THE RIGHT OF WAY AS FAR
AS POSSIBLE.

THIS EDGE OF PAVEMENT DISTANCE MAY VARY SOMEWHAT
DEPENDING ON LOCATION OF OTHER UTILITY PLACEMENTS.
SPECTRUM SOUTHEAST, LLC WILL VERIFY THE LOCATIONS
AND DEPTHS OF ALL EXISITNG DRAINAGE STRUCTURES
BEFORE THE START OF WORK.
SPECTRUM SOUTHEAST, LLC WILL MAINTAIN 48" DEPTH
UNDER ROADWAY AND 42" BELOW THE LOWEST DRAINAGE
STRUCTURE AND GROUND LEVEL.
SPECTRUM SOUTHEAST, LLC WILL PLACE HPDE CONDUIT
WITH A DIAMETER OF 1 " TO 2" DEPENDING ON THE TYPE OF
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BROAD RIVER RD/US-176 PLAN VIEW
SCALE: NONE

{1.�TOTAL CABLE FOOTAGE IS  6423  FT. OR  1.2164  MILES
2.�UNDERGROUND CABLE IS  5  FT. FROM EDGE OF PAVEMENT AND 3.5 FT BELOW CROSSLINE PIPES.
3.�PEDESTAL TO BE PLACED AT EDGE OF RIGHT-OF-WAY
4.�BORE UNDER ALL ROADS
5.�BORE PITS MUST BE CLOSED IMMEDIATELY AFTER INSTALLATION
6.�BORE PITS MUST BE  5  FT. FROM EDGE OF PAVEMENT
7.�SHOULDER SOD DESTROYED BY THIS INSTALLATION TO BE REPLACED AND THIS ENTIRE DISTRIBUTED AREA
RESHAPED AND ROLLED TO THE CROSS SECTION EXISTING PRIOR TO THIS WORK
8.�TRENCH TO BE PROPERLY BACKFILLED AND THOROUGHLY TAMPED
�THE DISTURBED AREA SHALL BE RESHAPED AND DRESSED OUT IN A WORKMANSHIP-LIKE MANNER.
9.�THE PERMITEE SHALL BE RESPONSIBLE FOR ANY AND ALL DAMAGES THAT OCCUR AS A DIRECT RESULT OF THIS
INSTALLATION
10.�PERMITTEE SHALL ALLOW FOR ANY EMBANKMENT AREAS NEAR ROAD PAVEMENT BY MAKING SURE CABLE IS AT
ALL TIMES AT LEAST 42" DEPTH UNDER PAVEMENT.}

{\W0.9;ROW INFORMATION OBTAINED FROM FORCE RELOCATION PLANS}

{SPECTRUM PROJECT LOCATED AT BROAD RIVER RD/US-176
BETWEEN MARLEY DR/S-683 AND LONGCREEK DR/S-2590

SPECTRUM PROPOSED TO PULL THROUGH EXISTING CONDUIT.

SPECTRUM SOUTHEAST, LLC TO PLACE UNDERGROUND
FACILITIES AT THE BACK SIDE OF THE RIGHT OF WAY AS FAR AS
POSSIBLE.

THIS EDGE OF PAVEMENT DISTANCE MAY VARY SOMEWHAT
DEPENDING ON LOCATION OF OTHER UTILITY PLACEMENTS.
SPECTRUM SOUTHEAST, LLC WILL VERIFY THE LOCATIONS AND
DEPTHS OF ALL EXISITNG DRAINAGE STRUCTURES BEFORE THE
START OF WORK.
SPECTRUM SOUTHEAST, LLC WILL MAINTAIN 48" DEPTH UNDER
ROADWAY AND 42" BELOW THE LOWEST DRAINAGE STRUCTURE
AND GROUND LEVEL.
SPECTRUM SOUTHEAST, LLC WILL PLACE HPDE CONDUIT WITH A
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