
2.00' VAR VAR 2.00'

SMA SURFACE COURSE 9.5 MM (200 LBS SY)

VAR

1 SMA SURFACE COURSE 9.5 MM (200 LBS SY)

2 SURFACE COURSE TYPE E

3 INTERMEDIATE COURSE TYPE B (200 LBS SY)

4 REMOVE AND REPLACE EXISTING ASPHALT AND SUBGRADE WITH ITB SPECIAL (400 LBS SY)

5 RETAIN EXISTING CONCRETE

6 REMOVE AND REPLACE EXISTING ASPHALT AND SUBGRADE WITH SHOULDER WIDENING MIX (600 LBS SY)

PERFORM FULL DEPTH
CONCRETE PATCH IN

MAINLINE AS NECESSARY

2021

12.00'

USE THIS TYPICAL SECTION

FROMMM TO SOUTHBOUND AND NORTHBOUND

GORE

TRAVELWAY

TRAVELWAY

END SMA SURFACE COURSE (200 LBS SY) TRANSVERSE ACROSS
RAMP AT THE END OF EXISTING PAVED GORE AREA. USE VARIABLE
AND 2" MILLING TO TIE TO EXISTING CURB AND GUTTER WHEN

PRESENT AND MAINTIAN POSITIVE DRAINAGE

CONSTRUCTION

P041502

ACCEL/DECEL LANE

DESIGN REFERENCE FOR THESE PLANS IS THE:

SCDOT ROADWAY DESIGN MANUAL

NB

TYPICAL SECTION OF IMPROVEMENT
SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION

COLUMBIA, SC

I 95

SB

6.00' 4.00' 12.00' 12.00' 10.00'

SHOWN 24.00' SHOWN 24.00'

CL
TRAVELWAY @ 24.00' TRAVELWAY @ 24.00'

VARIABLE VARIABLE

10.00' 12.00' 12.00' 4.00' 6.00'
FINISHED GRADE POINT FINISHED GRADE POINT
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