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TYPICAL SECTION OF IMPROVEMENT : s | Lexivaron 20 | 34

SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION
COLUMBIA, S.C.

1-20
WESTBOUND CONSTR. EASTBOUND
LANE Q LANE
€ raveLway 3600 TRAVELWAY 36.00’
VARIABLE I VARIABLE
STIOTWN 30.00 STIOMN 30.00"
1200 12,00' | 12,00' 7 i b z 12,00 | 12.00' 200"
2,00y 10.00" SHOWN (+.75 ~ |~ [SHOWN (4.75] 10.00" 2.00%°
POINT OF FINISHED GRADF» POINT OF FINISHED GRADE
@D @D
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USE THIS TYPICAL SECTION:
FROM STATION 224+ 00.00 TO STATION 535+ 00.00 I-20 EASTBOUND & WESTBOUND LANES

“ NOTE: USE SILT FENCE AT THE TOE OF ALL SLOPES PER STD. DWG. 815-605-00
SEE SEDIMENT AND EROSION CONTROL NOTES # 1 AND # 2 ON SHEET NO. 5

® ADD 3.5 FEET TO SHOULDER WIDTH
WHEN GUARDRAIL IS REQUIRED

™ USE 6:1 SLOPE (0'- 5')
4:1 SLOPE (5'- 10')
2:1 SLOPE (10" - OVER)

#PLACE MILLED IN RUMBLE STRIPS IN
ACCORDANCE WITH STD. DWGS. 401-205-01
AND 401-205-02

PREL IMINARY - FOR INFORMATION ONLY

PAVEMENT LEGEND
*SEE EXHIBIT 4C FOR PAVEMENT DESIGN

9" PCC PAVEMENT (REMOVE)
BITUMINOUS SURFACING DOUBLE TREATMENT (REMOVE)

+*CD @D  PORTLAND CEMENT CONC. PAV. 12" UNIFORM — o
*C @  HOT MIX ASPHALT SURFACE COURSE TYPE B (175 LBS/SY) RTS PHI'ZO mﬁﬁw % PAVEMENT DESIGN DEP ARTMSEOI\IL%T'E')Fc?F?AONnggRT .
D CEMENT MODIFIED SUBBASE (6" UNIFORM) — 224+00.00 W 5351 00.00 ROAD DESIGN COLUMBIA, S.C.
*C @  GRADED AGGREGATE BASE COURSE (6" UNIFORM) T ——

O €  CONCRETE MEDIAN BARRIER (SINGLE SLOPE) [ EXCECTIONS 1O DESGN SPEED ]

G €B  EXISING SUBGRADE IN PLACE - RETAIN N B TYPICAL SECTION
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