SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: |Aiken | Boring No.:| B-1/DH-1
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 4596 ft | Latitude: | 33.62058776 | Longitude: | -81.82373431 | Date Started: 6/16/2025
Total Depth: |[110ft  |Soil Depth: [110ft |Core Depth: |[N/Aft |Date Completed: |6/17/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB |NR |24HR |NR
® SPTNVALUE®
PL MC LL
5 c 2 le2c |28 2
S | 3g 52882 82|, . . .| S A FINES CONTENT (%)
3% | &% MATERIAL DESCRIPTION g_. ng 5| 3o o ; ®RQD (%) MREC (%)
w 0.0 “l2 &5 F 0 10 20 30 40 50 60 70 80 90
0.3 NASPHALT ROADWAY (S-105) (3.5-in.) eeem T
. 7 DRY BRANCH FORMATION (EOCENE) SS1 (1 7 1015/ 17 | @ i i oioii i
i - Medium Dense to Dense, Moist, Red/Brown, A
Non-Plastic, Silty Fine to Medium SAND T
- 4 (SM/A-2-4), Micaceous, 2.5YR5/8 & ss-2 |21 18 16 16| 34 Y ]
10YR5/3
) 1 @ss-2: Very Pale Brown/Reddish Yellow, i
454.6- - 10YR7/4 & 7.5YR6/6 ss3(10 7 6 7|13 | @i i -
@SsS-3: Reddish Yellow, 7.5YR6/6
] | @SS-4: Red/ Reddish Yellow, Fine to Do ]
_ | Coarse Sand Particles, Micaceous,10YR4/8 SS-4 |14 16 18 19| 34 Pl e R
& 5YR6/8
] ] @SS-5: Fine to Medium Sand Particles, ]
- _| Reduced Gravel SS-5 |19 17 20 19| 37 . _
449.6 - .
i 1 @SS-6: Red/Light Red, 10R5/6 & 2.5YR6/8 Lo ]
LL=NP, PL=NP, PI=NP, NMC=18.0%, SS618 8 8 16x ;@A
4446 4 %200=20.6 : i
T : ’
_ | HUBER FORMATION (EOCENE) : ]
Medium Dense, Moist, Pink/Light Red, SS-7.| 7 10 11 21 e
439.6 7 Non-Plastic, Fine Poorly Graded SAND : 1
(SP-SM/A-3) with Silt, 7.5YR8/3 &
7] 7 2.5YR56/8 7]
_ | @SS-8: Pink/ Reddish Yellow, 10R5/6 & Dol i
2.5YR6/8 Ss8 |6 7 9 16X A®:
434.6 7 LL=NP, PL=NP, PI=NP, NMC=16.0%, . ]
%200=9.5
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: |Aiken | Boring No.:| B-1/DH-1
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 4596 ft | Latitude: | 33.62058776 | Longitude: | -81.82373431 | Date Started: 6/16/2025
Total Depth: |[110ft  |Soil Depth: |[110ft |Core Depth: |N/Aft |Date Completed: |6/17/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB |NR |24HR |NR
@ SPTNVALUE®
PL MC LL
c O [} [0) ] (0]
e | fe MATERIAL DESCRIPTION 532k Be |, © o o & A NS CONTENT (%)
3% | 8¢ g_n E8T| g | & ool ©RQD (%) MREC (%)
w zZ|® & 2 £ <%
- & & ¥ 0 10 20 30 40 50 60 70 80 90
285 | _ _ _ _ _ S
_ _| Medium Dense, Moist, Light Red/Reddish S A T |
Yellow, Silty Fine to Medium SAND SS9 19 9 10 19 A®
429,64 | (SMIA-2-4), 2.5YR6/8 & 7.5YR7/6 A i
@SS-9: LL=NP, PL=NP, PI=NP, A
§ 1 NMC=20.6%, %200=13.1 SN A ]
Joeas | ______ . ____ L . |
i | Hard to Very Stiff, Moaist, Light Greenish i N _
Gray/Strong Brown, Non=Plastic to Medium $8-10 110 12 19 31 A R
424,61 - Plasticity, SILT (ML/A-4), Micaceous, A T -
10Y8/1, 7.5YR5/6 S
1 38l5 i
_ 4 @SS-11: White/Yellow, 2.5Y8/1 & _ I S .
2.5YR7/8 SS-11( 4 6 11 17 @
41964 -
la4s| S ’
_ _| Medium Dense, Moist, Greenish Gray, High U |
Plasticity, Silty Fine to Medium SAND §8-12| 444 8 12| @ XA
414.6 - (SM/A-7-5), Micaceous, 5GY5/1 L A .
@SS-12: LL=54, PL=32, P|=22, Do
7] 7 NMC=52.5%, %200=41.3 7]
Tas| ’
_ _| Hard to Very Stiff, Moaist, Pale Yellow, Low _ A ]
Plasticity to Medium Plasticity, Sandy SILT SS-13|9 14 23 37 : @
409.61 -4 (ML/A-4), Micaceous, 5Y8/2 Do -
] ] 53.5 | : ]
_ | @SS-14: Pale Yellow/Brownish Yellow, _ : ]
5Y8/2 & 10YR6/6 SS-14 (14 14 16 30 L4
404.6 5 : -
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: |Aiken | Boring No.:| B-1/DH-1
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 4596 ft | Latitude: | 33.62058776 | Longitude: | -81.82373431 | Date Started: 6/16/2025
Total Depth: |[110ft  |Soil Depth: [110ft |Core Depth: |[N/Aft |Date Completed: |6/17/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB |NR |24HR |NR
@ SPTNVALUE @
PL MC LL
5 c 2 le2c |28 2
e | Bg 52|28g/ 22|, . . .| ® A FINES CONTENT (%)
3% | &% MATERIAL DESCRIPTION g_. ng R R = SRQD (%) WREC (%)
w Z|® ¢ 8 €| 2
© B ¥ 0 10 20 30 40 50 60 70 80 90
ls8s | | 585 Do Pon ’
i | Medium Dense, Moist, Yellow, Non-Plastic to : i Do _
Low Plasticity, Silty Fine 6 Medium SAND 881517 8 13 21 N ol
399.64 1 (SM/A-2-4), 10YR57/8 P R -
Teas] A5 7] 635 |
] _| UNDIFFERENTIATED CRETACEOUS 3L ] Do Pl i
SEDIMENTS (CRETACEOUS) eshy SS-16|12 18 22 40 | o o
394.6 < Dense to Very Dense, Moist, Pale el I I 1
Red/Yellow, Non-Plastic, Fine to Coarse ooelqde
7] 71 Well-Graded SAND (SW-SM/A-1-b) with Silt, {s*51. 7] N N ]
i | 10R7/3 & 10YR7/8 oo i P P |
1] {665 ] I
- 1 @SSs-17: Yellow, 10YR7/6 - - P | i
LL=NP, PL=NP, PI=NP, NMC=16.2%, SSATNT 22 28y | 50X & O .
389.6 1 %200=7.8 . 1
i ) 735 ] Do i
_ | @SS-18: Reddish Yellow/Yellow, 7.5YR6/6 _ . ]
&2.5YR7/8 SS-18 (18 25 30 55 ‘o
384.6 5 Do 5
1 785 785 i
_ _| Dense, Moaist, Pink/White, Non-Plastic to _ : ]
Low Plasticity, Fine to Coarse Poorly Graded SS-19 (19 23 26 49 ¢
379 6 | SAND (SP/A-3), 5YR7/4 & 5Y8/1 : ]
loess | __ ] -] 835 | ]
Very Dense, Maist, White, Non-Plastic, Silty [~ T S S -
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: |Aiken | Boring No.:| B-1/DH-1
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 459.6 ft | Latitude: | 33.62058776 | Longitude: | -81.82373431 | Date Started: 6/16/2025
Total Depth: |[110ft  |Soil Depth: [110ft |Core Depth: |[N/Aft |Date Completed: |6/17/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB |NR |24HR |NR
@ SPTNVALUE @
PL MC LL
c O [} [0) ] (0]
2 | & Lolag| a5 = A FINES CONTENT (%)
SE | g€ SSIEBE EE |+ © % :
% 8 MATERIAL DESCRIPTION g_. 5 8 S% o © ool > ©RQD (%) WREC (%)
w Z|® ¢ 8 €| 2
© B ¥ 0 10 20 30 40 50 60 70 80 90
Fine to Coarse SAND (SM/A-2-4), $8-20 |19 23 28 51 O 1 @ 1 o
374.6- - Micaceous, N9/White o A .
@SS-20: LL=NP, PL=NP, PI=NP, Polob
n 71 NMC=15.9%, %200=22.7 7] S
i i 88.5 | S A
| | @SS-21: White/Yellow, N9/W hite & | R
10YR7/8 SS-21 (22 23 38 61 e i
369.6 . R
1 935 | AR
] | @SS-22: White/Yellow, N9/White & ] ; RS
10YR7/8 SS-22 (36 44 49 93 : A
364.6 . P
| e85 98.5 | ]
_ _| Dense to Very Dense, Moist to Wet, Yellow, _ : . |
Non-Plastic, Fine to Coarse Poorly Graded $8-23 |36 50/6" 100+ oL >>e
359.6 | SAND (SP-SM/A-3) with Silt, 10R7/6 ; Do i
i i 1035 | R
] | @Ss-24: White, N9.5/White ] : Lo i
S$S-24 (16 20 29 49 e P
354.6 b : i
1410885, 108.5 | i
_ _| Very Dense, Moist to Wet, White, _ oo _
Non-Plastic to Low Plasticity, Silty Fine to SS5-25|21 34 38 72 o
349.64 110.0_ Coarse SAND (SM/A-2-4), N9.5/White P _
| | Boring Terminated at 110.0-ft. Below the | |
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

Project ID:| P044879

| County:

| Aiken

| Boring No.:

B-2

Site Descript

ion:

| Old Vaucluse Road Emergency Bridge Replacement

| Route:

S-105

Eng./Geo.:| B. Vogel

| Boring Location:

N/A

| Offset:

N/A

| Alignment:

| Existing

Elev.: [4305ft | Latitude:

| 33.62090809

Longitude:

| -81.82409175

Date Started:

6/20/2025

Total Depth: | 100 ft

| Soil Depth:

1100 ft

| Core Depth:

| N/A ft

Date Completed:

6/20/2025

Bore Hole Diameter (in): | 3.0

| Sampler Configuration

| Liner Required: | Y

®

| Liner Used: | Y

®

Drill Machine: | CME 550X

Drill Method: |RW

Hammer Type:

Automatic

| Energy Ratio:

81.2%

Core Size: |N/A

Driller:

| C. Taylor

Groundwater:

TOB | 12(cave@22)] 24HR

NR

Elevation
(ft)
Depth
(ft)

MATERIAL DESCRIPTION

Graphic
Log
Sample

Depth
(ft)
Sample

No./Type

1st 6"
2nd 6"
3rd 6"
4th 6"

N Value

@ SPT N VALUE @

PL MC

LL

A FINES CONTENT (%)
B REC (%)
20 30 40 50 60 70 80 90

& RQD (%)

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

6.0

7.0

8.0

9.5

13.5

N
iy
o
)
|
I

235

405.5 b

EXISTING FILL

Loose to Very Loose, Moist, Reddish
Yellow/Pale Yellow, High Plasticity, Clayey
Fine to Coarse SAND (SC/A-7-6), 7.5YR6/6
& 5Y8/2

@SS-2: LL=47, PL=23{ PI=24,
NMC=37.2%, %200=44.5

@SS-3: Firm, Reddish Yellow/Pale
Yellow/Reddish Gray, 5YR6/8, 5Y8/2, &
5YR5/2

S§S-1

w
N
N
N

4.0

§S-2

WOH WOH 1 2

6.0

S§S-3

3 3 3 4

HUBER FORMATION (EOCENE)

Medium Dense, Moist to Wet, Reddish
| Yellow/Pinkish Gray, Low Plasticity to
| Medium Plasticity, Silty Clayey Fine to

8.0

SS-4

6 10 12 12

22

|Coarse SAND (SC-SM/A-2-4) with Clay &
l|Trace Gravel, 7.5YR6/6 & 7.5YR6/2

__llVery Stiff, Moist to Wet, Pale Yellow/Reddish ]I .

lYeIIow Low Plasticity to Medium Plasticity, |l
lll ILT (ML/A-4) with Sand & Trace Gravel, |l
l15Y8/2 & 7.5YR6/8 Il

|
M Dense, Moist to Wet, Brownish Yellow/Gray, |
INon-Plastic to Low Plasticity, Silty Fine to

|
4 Medium SAND (SM/A-2-4), 10YR6/6 & |
|

\ Hard, Moist to Wet, Pale Brown, Low I
\Plastlcny to Medium PIastncnty, SILT Ik
e

Medium Dense, Moist, Pale Brown, High
Plasticity, Silty Fine to Medium SAND
(SM/A-7-5), Micaceous, 2.5Y8/3

@SS-6: LL=78, PL=48, PI=30,
NMC=46.7%, %200=44.8

@SS-7: Very Dense, Yellow & Reddish
Yellow, 10YR7/6 & 7.5YR6/8

SS-5

14 15 16 16

31

UNDIFFERENTIATED CRETACEOUS
SEDIMENTS (CRETACEOUS)

Medium Dense to Dense, Moist, Yellow &

SS-6

6 10 14

24

SS-7

17 43 50/5"

93

SS-8

16

se.

LEGEND

Continued Next Pag

D

SC_DOT G7100.014 - S-105

SS
ub

- Split Spoon
- Undisturbed Sample
AWG - Rock Core, 1-1/8"

SAMPLER TYPE
NQ - Rock Core, 1-7/8"
CU - Cuttings
CT - Continuous Tube

DC

DRILLING METHOD
RW - Rotary Wash

HSA - Hollow Stem Auger
CFA - Continuous Flight Augers

- Driving Casing

RC

- Rock Core




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:[B-2
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [4305ft | Latitude: | 33.62090809 | Longitude: | -81.82409175 | Date Started: 6/20/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/20/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB | 12(cave@22) 24HR |NR
@ SPTNVALUE®
PL MC LL
2 £ £ol85-| 8 g S A FINES CONTENT (%)
gg | € SCIESE| EE |: o 5 5| 3 o
3 g MATERIAL DESCRIPTION g_. 5 g §5]o 500 = ®RQD (%) MREC (%)
w Z|® ¢ 8 €| 2
- & & ¥ 0 10 20 30 40 50 60 70 80 90
i | Reddish Yellow, Non-Plastic, Fine to Coarse ~ |-:<}{3- i A A
Well-Graded SAND (SW-SM/A-1-b) with Silt, [Z«t]d; Do :
| | 10YR7/6 & 7.5YR6/8 o[l _ I : ]
@S8S-8: NMC=10.7%, %200=10.7 -l Dol :
1] otk 285 S § |
_ | @SS-9: Yellow/White/10YR7/8 & . | oo : i
9.5N/White o SS9 [11 16 19 35 Pl led :
400.5- - .
Tosss| stlt] 335 ] Dol : ’
1 | Medium Dense, Moist, Reddish ; i oo : i
Yellow/W hite, Non-Plastic, Fine to Coarse Ss-10| 9 15 13 28X &£ @ :
395.5 | Poorly Graded SAND (SP-SM/A-3) with'Silt, Do : 1
- 7.5YR6/8 & 9.5N/White Do : :
] | @SS-10: LL=NP, PL=NP, PI=NP, ] Lo : : -
NMC=12.0%, %200=8.6 N : :
lees| 385 | |
| _| Dense to Very Dense, Moist, White, | o : : |
Non-Plastic, Silty Fine SAND (SM/A-2-4), SS-11 (16 18 22 40 N ( :
Micaceous, 9N/White . : :
390.5 5 P : .
) ) 435 | P : i
| | @SS-12: Fine to Medium Sand Particles, | Do : i
Decreased Presence of Mica $S-12 (18 24 36 60 i ®
385 54 4 LL=NP, PL=NP, PI=NP, NMC=18.3%, P : ]
%200=16.3
Nas| -] 485 | i
N _| Very Dense to Dense, Moist, White, B N i
Non-Plastic to Low Plasticity, Silty Clayey 14 SS-13 (23 30 42 72 [ J
380,54 | Fine to Medium SAND (SC-SM/A-2-4), - P i
- 9N/White 1
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:[B-2
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [4305ft | Latitude: | 33.62090809 | Longitude: | -81.82409175 | Date Started: 6/20/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/20/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB | 12(cave@22) 24HR |NR
® SPTNVALUE®
PL MC LL
S < 2.8 _| 28 S A FINES CONTENT (%)
T | B £228g - . .| = %
3% | &% MATERIAL DESCRIPTION gg ggv (%% ool > ®RQD (%) MREC (%)
w Z|® ¢ 8 €| 2
- & & ¥ 010 20 30 40 50 60 70 80 90
. Zi . EEEEEN
/ Do o
1 - N .
y’ 535 Lo Lo
i | @SS-14: White & Yellow,Fine to Coarse GO i . S
Sand Particles, with Trace Gravel, 9N/White % SS-14 |25 29 50/6" | 79 Do e
& 10YR7/8 % N
375.5 . //z’ A
/ e
1] i S I
il IR
1] 2 ses] I
| | @SS-15: White/Reddish Yellow, Fine to % | L
Medium Sand Particles, with Decreased % SS-15(17 19 29 48 N
Presence of Gravel, 9N/White & 7.5YR6/8 (/%411 A
37054 - y’ S
il N
I Zi .
% 1] 63.5 oo
i @$SS-16: Fine to Coarse Sand Particles é _ Do
ab8 - ~ N
AL SS-16 |34 44 50/4" | 94 Pl
3551 | é SRR
AL R
1 2. RN
1 ,/; . Dol
i B
Tess| At ess P
| _| Hard, Moist, White, Low Plasticity to Medium ‘ | R .
69.5 | Plasticity, SILT (ML/A-4) with Sand, ERRN SS-17 |12 28 50/6" | 78 Pl e
360.5- [\Micaceous, 25Y8M_ / % Do _
Very Dense, Moist, Reddish White/Yellow, % ) f y
E < Non-Plastic to Low Plasticity, Silty Clayey % E E
Fine to Medium SAND (SC-SM/A-2-4), 7’ 1] :
- - 9N/White & 7.5YR6/8 % — : ]
7
’ ’ é 735 | : i
| | @SS-18: White/Bright Yellow, Low Plasticity % | : ]
to Medium Plasticity, Fine to Coarse Sand Gy $S-18 |21 29 31 60 ®
355.5- | Particles, with Trace Gravel, 9N/White & % AKE 1
: 10YR6/8 é
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:[B-2
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| B. Vogel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [4305ft | Latitude: | 33.62090809 | Longitude: | -81.82409175 | Date Started: 6/20/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/20/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB | 12(cave@22) 24HR |NR
@ SPTNVALUE @
PL MC LL
2 £ £ol85-| 8 g S A FINES CONTENT (%)
8g | 58 SCIESE| EE |. b 5 | 2 °
% 8 MATERIAL DESCRIPTION g_. 5 8 R R = ©RQD (%) WREC (%)
w Z|® ¢ 8 €| 2
© B ¥ 0 10 20 30 40 50 60 70 80 90
Vsl | 2L IRER IR IR AR A
i _| Hard, White/ Yellow, Low Plasticity to i |
Medium Plasticity, Sandy SILT (ML/A-4) with $8-19 |15 19 36 55 A 2T
350,54 | Trace Gravel, Micaceous, 9N/White & L |
- 10YR7/8 S
1 835 |
N | @SS-20: White, Non-Plastic to Low _ oonor i
Plasticity, with Decreased Presence of SS-20 (13 13 20 33 o o
Gravel, 9N/White S S
345.5+ . R -
les| ] LI 885 | S i
| _| Hard, Moist, White/Pale Brown, Low g Do |
Plasticity to Medium Plasticity, SILT (ML/A-4) §S-21 (15 27 46 73 .
340,54 | with Sand & Trace Gravel, Micaceous, Do |
: 9N/White & 2.5Y8/4 S
Tos| ] L] 935 Dol i
i _| Hard, Reddish Yellow/Pale Brown, Low i i
Plasticity to Medium Plasticity, Sandy SILT $8-22 |17 27 50/6" | 77 N &
335,54 | (ML/A-4) with Trace Gravel, 7.5YR6/8 & I |
- 2.5Y8/3 Do
Tees| L] e8] i
i _| Hard, Moist, White/Red, Low Plasticity to i o |
Medium Plasticity, SILT (ML/A-4) with Sand, SS-23 (19 22 35 57 N
100.0_| 9.5N/White & 10R4/6 L
330.5 B .
Boring Terminated at 100.0-ft. Below the
— - Existing Ground Surface. Boring Achieved — B
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:|B-3
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| G. Cantelle | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [454.0ft | Latitude: | 33.62122031 | Longitude: | -81.82443248 | Date Started: 6/19/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/19/2025
Bore Hole Diameter (in): [3.0 | Sampler Configuration |LinerRequired: | Y ® |LinerUsed: [Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB [49(cave@33.7)) 24HR | NR
@ SPTNVALUE®
PL MC LL
5 < L |log | @ ‘é o)
e | Bg 5228z 22|, . . .| 3 A FINES CONTENT (%)
sE | 88 MATERIAL DESCRIPTION g_. 8% 85 |0 & o o ; ©RQD (%) MWREC (%)
w 0.0 “l2 &5 F 010 20 30 40 50 60 70 80 90
0.3 NASPHALT ROADWAY (S-105) (3.0-in.) el 03 A
. < DRY BRANCH FORMATION (EOCENE) 7 s5-1 8 1018) 18| . & © | )
20 | Medium Dense, Dry to Moist, Red, 20
7 1 Non-Plastic, Fine to Medium Poorly Graded /| Do 1
| SAND (SP-SM/A-3) with Silt, 225YR4/6 oo
- AN &7 -4 SS2 [13 16 21 23| 37 RN .
Dense to Medium Dense, Dry to Moaist, 40 S
b 7 Yellowish Brown, Non-Plastic, Fine to : I 1
Medium Poorly Graded SAND (SP-SM/A-3) Do
449.0 - with Silt, 10YR6/8 4853 (15 12 10 9| 22 N B .
i | @sS-3:10YR6/8 6.0 |
@SS-4: Loose, Brownish Yellow, 10YR6/6
- - 18s4|5 5 4 5/ 9| @ i T
i _ 8.0 R i
@SS-5: Pink, 7.5YR7/6 N
- 1 LL=NP, PL=NP, PI=NP, NMC=5.1%, 1ss5|3 4 4 5| 8 Xa® -
%200=6.4 Pl
444.0+ 1 i
1188 | 135 | i
| _| HUBER FORMATION (EOCENE) | i
Medium Dense, Moist, Yellowish Red, Low SS6 |9 1’ 24 @
439.0- - Plasticity, Silty Fine to Medium SAND I .
(SM/A-4), 5YR5/8 o
1 18.5 | i
il il Tss7 |8 1116 |27 L@ i
434.0 . P .
] ] 235 | ool i
| | @SS-8: Dark Red/White, 2.5YR3/6 & _ Poonor o .
5YR8/1 Ss8|4 5 8 13 @ XX 1 A
429.0- 4 LL=32, PL=24, PI=8, NMC=29.0%, QR S S S S
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:|B-3
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| G. Cantelle | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [454.0ft | Latitude: | 33.62122031 | Longitude: | -81.82443248 | Date Started: 6/19/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/19/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB [49(cave@33.7)) 24HR | NR
@ SPTNVALUE @
PL MC LL
5 c 2 le2c |28 2
e | Bg 52|28g/ 22|, . . .| ® A FINES CONTENT (%)
3% | &% MATERIAL DESCRIPTION g_. ng R R > ©RQD (%) WREC (%)
w zZ|® & 2 £ <%
- & & ¥ 0 10 20 30 40 50 60 70 80 90
| | %200=48.3 | o]
loess| L 285 | i
N | Very Stiff, Dry to Moist,ight Gray; High _ I S i
Plasticity, Sandy Elastic SILT (MH/A-7-5) SS9 |5 7 11 18 @ I
with Sand, 10YR7/1 . I
424.0+ 1 S b
] ] 335 | Dol i
) | @Ss-10: LL=71, PL=39, PI=32, ] Do -
NMC=82.7%, %200=65.7 SS10|3 4 6 18 ¢ | X——aX ©
419.0 - S |
Taees | HI 3857 i
i _| Dense, Dry to Moist, Light Greenish i o |
Gray/Brownish Yellow, Non-Plastic to Low SS-11 (11 14 24 38 i
414.04 | Plasticity, Fine Sandy SILT (ML/A-4), 10Y8/1 P ]
: & 10YR6/8
las | | 435 i
| _| Medium Dense, Moist to Dry, Pale Yellow, I | [ i
Non-Plastic, Silty Fine to Coarse SAND : SS12(6 7 7 14 &0
409,04 | (SMIA-2-4) 5Y7/3 Do i
' @8SS-12: LL=NP, PL=NP, PI=NP,
4 4 NMC=25.1%, %200=15.2 ] .
las | 485 | i
| _ZUNDIFFERENTIATED CRETACEOUS | i
SEDIMENTS (CRETACEOUS) SS-13|7 10 13 23X A 0@ :
404.0 4 Medium Dense to Dense, Moist, Yellow, P ]
Non-Plastic, Fine to Coarse Poorly Graded Kh A
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Test Log
Project ID:| P044879 | County: | Aiken | Boring No.:|B-3
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| G. Cantelle | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [454.0ft | Latitude: | 33.62122031 | Longitude: | -81.82443248 | Date Started: 6/19/2025
Total Depth: |[100ft  |Soil Depth: |100ft |Core Depth: |N/Aft |Date Completed: |6/19/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB [49(cave@33.7)) 24HR | NR
@ SPTNVALUE®
PL MC LL
£ £ 2.8 | 28 S A FINES CONTENT (%)
g | Bg s®|25g T %
3% | &% MATERIAL DESCRIPTION gg ggv (%% ool > ©RQD (%) WREC (%)
w zZ|® & 2 £ <%
- & & ¥ 0 10 20 30 40 50 60 70 80 90
SAND (SP-SM/A-1-b) with Silt, 10YR7/6 S
i 1 @SS-13: LL=NP, PL=NP, PI=NP, . P Do -
NMC=15.9%, %200=6.5 Do Do
1 535 | |
N | @SS-14: Very Pale Brown, Medium to _ P oo i
Coarse Sand Particles SS-14 ({12 16 25 41 RN 2T
399.0 . ]
1] 58.5 | ]
| | @SS-15: Yellow, with Trace Gravel, | S S S i
10YR7/6 SS-15 |16 17 21 38 RN
30409 - -
] ] 63,5 | Do Do i
i | @SS-16: Very Dense to Dense, Olive i |
Yellow, Non-Plastic, with Decreased 8S-16 |18 22 29 51 P @
Presence of Gravel, 2.5Y6/8 P S
389.0 1 HE [ S 7]
1 68.5 | |
_ | @SS-17: Olive Yellow, Fine to Coarse Sand _ I oo |
Particles, 2.5Y6/6 SS-17 |17 22 23 45X A O SRR
384.0 - LL=NP, PL=NP, PI=NP, NMC=19.0%, Do Do ]
%200=6.6
] ] 735 | i
i i ss-18(19 30 35 | 65 ‘o i
379.0 . Do -
LEGEND Continued Next Page
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Soil Test Log

T_DATATEMPLATE.GDT 7/2/25

(OLD VAUCLUSE RD OVER 120).GPJ SCDO

SC_DOT G7100.014 - S-105

Project ID:| P044879 | County: | Aiken | Boring No.:|B-3
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Eng./Geo.:| G. Cantelle | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: [454.0ft | Latitude: | 33.62122031 | Longitude: | -81.82443248 | Date Started: 6/19/2025
Total Depth: |[100ft  |Soil Depth: [100ft |Core Depth: |[N/Aft |Date Completed: |6/19/2025
Bore Hole Diameter (in): | 3.0 | Sampler Configuration | Liner Required: | Y ® | Liner Used: | Y ®
Drill Machine: | CME 550X | Drill Method: | RW Hammer Type: Automatic | Energy Ratio:| 81.2%
Core Size: |N/A Driller: | C. Taylor Groundwater: | TOB [49(cave@33.7)) 24HR | NR
@ SPTNVALUE @
PL MC LL
5 c 2 le2c |28 2
e | Bg 52|28g/ 22|, . . .| ® A FINES CONTENT (%)
% | &% MATERIAL DESCRIPTION g_. ng R R = ©RQD (%) WREC (%)
w Z|® ¢ 8 €| 2
© B ¥ 0 10 20 30 40 50 60 70 80 90
lmws | 785 |
i _| Dense to Very Dense, Moist, W hite, i
Non-Plastic, Silty Fine to Coarse SAND SS-19 (16 15 19 34 :CA @
374,04 | (SMIA-2-4) with Trace Kaolin, Micaceous, Poor o
: N8.5/White
] 4 @SS-19: LL=NP; PL=NP, PI=NP, ]
NMC=18.4%, %200=24.2
] ] 83.5 |
| | @SS-20: Yellow, 10YR7/8 | S
$S-20 (21 35 47 82 A ..
360.0- i Do :
T 88.5 |
| _| Very Dense, Moist, White, Fine to Coarse g P
Poorly Graded SAND (SP/A-3), 5Y8/1 SS-21 |26 35 33 68 i@
364.0- . Do
les| 935 |
i _| Very Dense, Moist, White/Brownish Yellow, | oo
Non-Plastic, Silty Fine to Coarse SAND $8-22 |32 39 50/4" | 89 A
359.04 | (SM/A-2-4), 5Y8/1 & 10YR6/8 S A
) ) 985 |
| @SS-13: White/Yellow, 5Y8/1 & 10YR7/8 _ N
$S-23 (18 27 32 57 A &
354,04 100.0 . . . . . .
' Boring Terminated at 100.0-ft. Below the
| | Existing Ground Surface. Boring Achieved |
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon NQ - Rock Core, 1-7/8" HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: |Aiken | Boring No.:|BS-1 @P-1/P-2
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: L. Guempel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | ft | Latitude: | Longitude: | Date Started: 6/18/2025
Total Depth: |51t | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/18/2025
Dynamic Cone Penetrometer Test Procedure: ASTM D6951
@ DCP-VALUE @
. Q PL MC LL
£_|s_ .18 [28]|s 3% |3
gE | g€ MATERIAL DESCRIPTION §S|EBE| EE |® I @ 5
o a 7180 | §S T v S A FINES CONTENT (%)
w Z |m c =2 Q
0.0 2 85 O [0 10 20 30 40 50 60 70 80 90
Moist, Non-Plastic, Fine to Medium Poorly 0.0 S S S S
Graded SAND (SP-SM/A-3) with Silt
@BS-1: LL=NP, PL=NP, PI=NP,
NMC=4.1%, %200=8.8
BS-1 OAi
5.0 _
Boring Terminated at 5.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core

AWG - Rock Core, 1-1/8"

CT - Continuous Tube

DC - Driving Casing




SC%T Manual Auger Log

Project ID:| P044879

| County: [Aiken

| Boring No.:| BS-2 @B-1/DH

30_2015.GDT 6/30/25

Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: C. Taylor | Boring Location: N/A | Offset: N/A | Alignment: | Existing
Elev.: |459.1 ft | Latitude: | 33.62061669 | Longitude: | -81.82369427 | Date Started: 6/17/2025
Total Depth: |5 ft | Groundwater: | TOB Dry |24 hr| NR Date Completed: | 6/17/2025
Dynamic Cone Penetrometer Test Procedure: ASTM D6951
@ DCP-VALUE ®
S c o |o. 08|y ¥ % % PL MC LL
B | B 228 S | 9 ® >
$E | € MATERIAL DESCRIPTION sS|Eo¥E| EE |2 £ 3 o
o a G732 |88 |% = o % A FINES CONTENT (%)
u 0.0 28 & O [0 10 20 30 40 50 60 70 80 90
0.3 ASPHALT ROADWAY (S-105) (3.5-in.) 0.0 S S T S
. Moist, Red/Brown, Medium Plasticity, Clayey
Fine to Medium SAND (SC/A-2-6), 2.5YR5/8
& 10YR5/3
T 4 @BS-2: LL=30, PL=18, PI=12, T ]
NMC=10.0%, %200=23.9
5.0

4541

Boring Terminated at 5.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.

LEGEND

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

SS - Split Spoon

AWG - Rock Core, 1-1/8"

SAMPLER TYPE

DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger
UD - Undisturbed Sample CU - Cuttings

CT - Continuous Tube

DC - Driving Casing

DRILLING METHOD
RW - Rotary Wash

CFA - Continuous Flight Augers RC - Rock Core




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: | Aiken | Boring No.:[ P-1
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: C. Taylor | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: |464.7ft | Latitude: | 33.61963848 | Longitude: | -81.82278553 | Date Started: 6/17/2025
Total Depth: |51t | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/17/2025
Dynamic Cone Penetrometer Test Procedure: Sowers and Hedges (1966)
@® DCP-VALUE @
- g PL MC LL
g |s_ £oles |28l 3 |3
= | §= MATERIAL DESCRIPTION SS|ERE| EE |? £ @ =
o sl 6780 | HS T v B % A FINES CONTENT (%)
u 0.0 Z|2 § 8 0O |0 10 20 30 40 50 60 70 80 90
. -~ AN ™
0.3 ASPHALT ROADWAY (S-105) (4.0-in.) S S S S
0.4 ~ Aggregate Base Course (0.5-in.) 2 AT 04 :
Medium Dense, Moist, Yellowish Red, Low ////’ KKK DS-1 |12 25+ 11 e
Plastic to Medium Plasticity, Silty Clayey Fine 7/ 1 10 :
T 7| to Coarse SAND (SC-SM/A-2-4) with Trace ////r I :
Gravel, 5YR5/6 7/ T DS-2 |19 25+ 1| @
@DS-2: Yellowish Brown/Red, 10YR5/4 & % b :
2.5YR5/6 y’ K3
|l 200 _ LN / ] 20
Medium Dense, Moist, Yellowish Brown, :
Non-Plastic to Léw Plasticity, Silty/Fine to DS-3 |17 25+ 1 ®
Coarse SAND (SM/A-2-4), 10YR5/4 :
i 3.0 :
@DS-4: Brownish Yellow, 10YR6/6 54 | 21 25 1 .
- +
i 400 :
@DS-5: Fine to Medium sand Particles DS54 21 22 1 .
45 :
DS6 | 7 1111 "n| @
4597 50 :
' Boring Terminated at 5.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Manual Auger Log

Project ID:| P044879 | County: | Aiken | Boring No.:[P-2

Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: C. Taylor | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: |4636ft | Latitude: | 33.61996566 | Longitude: | -81.82309043 | Date Started: 6/17/2025

Total Depth: |5 ft

| Groundwater: | TOB Dry |24 hr| NR

Date Completed: 6/17/2025

Dynamic Cone Penetrometer Test Procedure:

Sowers and Hedges (1966)

30_2015.GDT 6/30/25

@® DCP-VALUE @
(]
-5 - o oL 08 S % PL MC LL
T2 | 3 5223 S22l @ & >
>E oE MATERIAL DESCRIPTION gS|E0E| E S I a
k) ol a S | o A FINES CONTENT (%)
w o |@ Nz |g 282 Q
0.0 - & O 0O |0 10 20 30 40 50 60 70 80 90
0.2 | ASPHALT ROADWAY (S-105) (3.0-in.) A S T S T
03 \Aggregate Base Course (1.0-in.) [ AT 0.4
Medium Dense, Moist, Yellowish Red, Low 1 DS-1 |16 25+ 11 .
Plasticity to Medium Plasticity, Silty Clayey 10
b Fine to Medium SAND (SC-SM/A-2-4), ' :
13 L 5YR5/6 i DS-2 |22 25+ 11 )
\_@DS-2: Fine to Coarse Sand Particles with :
JdraceGravel L~ "o J :
| _| Medium Dense, Moist, Brown, Non-Plastic to 2.0
Low Plasticity, Silty Fine to Coarse SAND :
(SM/A-2-4), 7.5YR5/2 DS-3 | 9 25+ 11 ®
@DS-3: Brownish Yellow, 10YR6/6
- . 3.0
@DS-4: Reddish Brown, 2.5YR5/3 :
DS-4 |12 19 23 11 .
- - 40
@DS-5: Yellowish Brown, with Trace :
Gravel, 10YR5/4 A DS-54 9 22 25+ "n| @
DS6 | 9 1012 "n| @
4586- S0 :
' Boring Terminated at 5.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

SS - Split Spoon
UD - Undisturbed Sample CU - Cuttings
AWG - Rock Core, 1-1/8"

SAMPLER TYPE

DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger
CFA - Continuous Flight Augers
CT - Continuous Tube DC - Driving Casing

DRILLING METHOD
RW - Rotary Wash

RC

- Rock Core




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: | Aiken | Boring No.:[P-3
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: C. Taylor | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: |4616ft | Latitude: | 33.62025342 | Longitude: | -81.82344356 | Date Started: 6/17/2025
Total Depth: |51t | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/17/2025
Dynamic Cone Penetrometer Test Procedure: Sowers and Hedges (1966)
@® DCP-VALUE @
- g PL MC LL
e | % 22 |28y 5 s |3
gE | g€ MATERIAL DESCRIPTION §S|EBE| EE |® I @ 5
Q£ [a] nB ne | © A FINES CONTENT (%)
w o Z | c 2 Q
0.0 -~ o & 0O |0 10 20 30 40 50 60 70 80 90
0.2 | ASPHALT ROADWAY (S-105) (2.3-in.) S S S S
0.4 Agaregate Base Course (2.3-in.) > 0.4 :
Medium Dense, Moist, Yellowish Red, Low ARE DS-1 |25+ 11 .
10 Plasticity to Medium Plasticity, Silty clayey oA 10 :
1 7 Fine to Medium SAND (SM/A-2-4), 5YRS/6 _/ |7 | :
Medium Dense, Moist, Yellowish Red, ' DS-2 |21 25+ m| @
Non-Plastic to Low Plastic, Silty.Fine to :
Coarse SAND (SM/A-2-4) with Trace Gravel,
5YR5/6 20
T |  @1.3-t.: Brown/Pale Brown, Fine to :
Medium Sand Particles with Decreased DS-3 |25+ 11 ®
Presence of Gravel, 7.5YR5/2 &10YRG6/3 :
@DS-3: Yellowish Brown;10YR5/4
i 3.0 :
@DS-4: Reddish Brown, 5YR5/3 :
DS-4 |24 25+ 11 .
4 4 40 :
D57 1616 | 11| ®
4.5 :
DS6 | 7 9 )14 "n| @
4566 0 :
' Boring Terminated at 5.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: | Aiken | Boring No.:[ P-4
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: L. Guempel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: 4523t | Latitude: | 33.62156591 | Longitude: | -81.82472522 | Date Started: 6/18/2025
Total Depth: |6 ft | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/18/2025
Dynamic Cone Penetrometer Test Procedure: Sowers and Hedges (1966)
@ DCP-VALUE @
(]
_§ < 2 § 5 § & E PL MC LL
= | §= MATERIAL DESCRIPTION EE |2 £ 2 z
2 a B3S|% 2 % % A FINES CONTENT (%)
0.0 2 8 & O [0 10 20 30 40 50 60 70 80 90
0.3 ASPHALT ROADWAY (S-105) (3.0-in.) A
| Medium Dense, Moist to Dry, Yellowish Red,
Non-Plastic, Fine to Medium Poorly Graded oo
SAND (SP-SM/A-4) with Silt, 5YR5/6 Do
i i SS1 |4 7 11 21| 18 0
i @SS-2: Strong Bfown, 7.5YR5/8
. . SS-2 [12 13 15 18| 28 0
447.3 5 SS-3 M1 9 8,8 17 0
1 60
Boring Terminated at 6.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core
AWG - Rock Core, 1-1/8" CT - Continuous Tube DC - Driving Casing




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: | Aiken | Boring No.:[P-5
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: L. Guempel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 451.3 ft | Latitude: | 33.62186081 | Longitude: | -81.82507323 | Date Started: 6/18/2025
Total Depth: |6 ft | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/18/2025
Dynamic Cone Penetrometer Test Procedure: Sowers and Hedges (1966)
@ DCP-VALUE @
(]
_§ < 2 § 5 § & E PL MC LL
= | §= MATERIAL DESCRIPTION EE |2 £ 2 i
2 a] A8 | T o S A FINES CONTENT (%)
0.0 2 8 & O |0 10 20 30 40 50 60 70 80 90
0.3 ASPHALT ROADWAY (S-105) (3.0-in.) A
. Medium Dense, Moist to Dry, Red,
Non-Plastic, Silty Fine to Medium SAND Do
(SM/A-2-4), 2.5YR4/8 I
] ] ss1 |4 7 1113/ 18] @ @
Joeol 47 TN
Dense to Medium.Dense, Moist to Dry, oo
Yellowish Brown; Non-Plastic, Fine to I
Medium Poorly Graded SAND
(SP-SM/A-2-4) with Silt; 10YR5/8 N
. . SS-2 |13 16 16 16| 32 0
il @SS-3: Reddish Yellow, 7.5YR6/6
446.3 B SS-3 |2 11 12,9 | 23 0
1 60
Boring Terminated at 6.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core

AWG - Rock Core, 1-1/8" CT - Continuous Tube

DC - Driving Casing




SC%T Manual Auger Log

30_2015.GDT 6/30/25

MANUAL AUGER LOG G7100.014 - S-105 (OLD VAUCLUSE RD OVER 120).GPJ SCDOT DATA TEMPLATE_01

Project ID:| P044879 | County: | Aiken | Boring No.:|P-6
Site Description: | Old Vaucluse Road Emergency Bridge Replacement | Route: | S-105
Driller: L. Guempel | Boring Location:| N/A | Offset: N/A | Alignment: | Existing
Elev.: | 450.2 ft | Latitude: | 33.62220896 | Longitude: | -81.82534385 | Date Started: 6/18/2025
Total Depth: |6 ft | Groundwater: | TOB Dry |24 hr] NR Date Completed: | 6/18/2025
Dynamic Cone Penetrometer Test Procedure: Sowers and Hedges (1966)
@ DCP-VALUE @
(]
S < 22y ¥ o E PL MC LL
= | §= MATERIAL DESCRIPTION EE |2 £ 2 i
2 a] A8 | T o S A FINES CONTENT (%)
0.0 2 8 & O |0 10 20 30 40 50 60 70 80 90
03 | ASPHALT ROADWAY (S-105) (3.0-in.) Do or o
. Medium Dense to Dense, Moist to Dry, Red,
Non-Plastic, Silty Fine to Medium SAND Do
(SM/A-2-4), 2.5YR5/8 S
i i SS1|3 8 9 11| 17 0
] @SS-2: Reddish‘Yellow, with Trace Gravel,
(Asphalt), 7.5YR6/6
. . SS-2 |11 16 16 12| 32 O
il @SS-3: Brown, 7.5YR5/4
445.2 B SS-3 |0 12 17,18| 29 0
1 60
Boring Terminated at 6.0-ft. Below the
Existing Ground Surface. Boring Achieved
Target Depth.
LEGEND
SAMPLER TYPE DRILLING METHOD
SS - Split Spoon DCR Dynamic Cone Penetrometer HSA - Hollow Stem Auger RW - Rotary Wash
UD - Undisturbed Sample CU - Cuttings CFA - Continuous Flight Augers RC - Rock Core

AWG - Rock Core, 1-1/8" CT - Continuous Tube

DC - Driving Casing
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