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GENERALL NOTES

AL SIGH LOCATIONS ARE TO BE MEASURED FROM THE WCRK AREA. WORK LBATS FOR
THE PROECT WAL BE DETERMNED BY THE EHONEER AND AS MOICATED 28 THE CONTRACT,

PISTALE ADVANCE WARKNNG SIGNS MOUNTED ON PORTABLE SiGH SUPPCRTS NO LESS THAN
4 FEET FROM THE NEAR EDGE OF THE SIGN TQ THE NEAR EDGE OF AN ADJACERT TRAVEL
LANE ON ROADWAYS WiTH EARTH SHOREDERS AMD KO LESS THAN 6 FEET FROM THE HEAR
EDSE OF THE SN TO THE NEAR EOGE OF AN ADJACENT TRAVEL LANE OM ROADWAYS
WITH PAVED SHOULDERS. ‘WHEN CURB & GUTIER 1S PRESENT, #WSTALL THE SIGH RO LESS
THAN 2 FEET FROM THE NEAR ENGE OF THE SISH TO THE FACE OF THE CURB.

. SPACINGS WOICATED ARE FOR NORMAL CONTIONS: ADWSTHMENTS MAY BE REQURED DUE

TO HORZONTAL AND/OR VERTICAL ALIGHVENTS CR OTHER SIGHT HSTANCE RESTRCTIONS,

ALL SIGNS MOUNTED ON PORTABLE SIGH SUPPOATS SHALL HAVE A BNMUM MOUNTING HEIGHT
OF & FEET FROM THE GROWND TO THE BOTTOM OF THE SIGN. ALL SIGNS MOUNTED ON
GROUND MOUNTED U-CHANNEL POSTS O SQUARE STEEL TUBE POSTS SHALL HAVE A MHNM
MOUNTING HEIGHT OF 7 FEET FROM THE ORADE ELEVATION OF THE NEAR EDGE OF THE
ADJACENT TRAVEL LANE TO THE BOTIQM OF THE SIGH UNLESS OTHERWISE DRECTEQ BY THE
DEPARTMENT. MOUNT ALL SIGHS STRAEGHT ANO LEVEL ANDG WITH THE FACE OF THE SIGNS
PERPENDICULAR TO THE SURFACE OF THE ROADWAY.

. REFLECTORIZE ORANGE ADVANCE WARKNG SHGHS AND ANY ORANGE AREAS OF A NULTI-

COLORED AOVANCE WARNNG SIGH WITH A FLUORESCENT ORANGE COLORED PRiSMATIC
RETROREFLECTIVE SHEETING. REFLECTORIZE WHITE REGULATORY SIGNS AND ANY WHITE
BREAS OF A MULTI-COLORED ADVANCE WARNNG S!IGH WITH A WHITE COLORED FRISWATIC
RETRORFFLECY(VE SHEETING.

. AL TRAFFIC CONTROL DEVICES SHALL COMPLY WITH AL NCHRP REPORT 350

REQUIREMENTS AND SHALL REQURE APPROVAL BY THE DEPARTMENT, OMY THOSE TRAFFIC
CONTROL BEVICES JNCLUDED QN THE T"APPROVED PROBUCTS LIST FOR TRAFFIC CONTROL
CEVICES # WORK ZONES” PARE COWNSOERED ACCEPTAGLE FOR USE. THIS LiST MAY BR
ACCESSED OM THE DEPARTHENT'S WES SITE ATY wasascdotorg .

THE CONTRACTOR SHALL PROVIDE AKD UTILIZE ANY SPECIAL SIGN MOUNTING ASSENOLIES
AND HARDWARE THAT MAY BE RECESSARY FOR MNSTALLIG AND MOUNTING SIGHS I AREAS
OF CONCRETE MEDIAN BARRER, BROGE PARAPET WALLS OR DOUBLEFACED GUARORAL.

. THE PROLARY TRAFFIC CONTAOL DEVICES UTRIZED FOR DAYTME SHOULDER CLDSURES ARE

35 COLES, THE PRWARY TRAFFIC CONTROL DEVICES UTRIZED FOR NGHTTIZE SHOIADER
LELOSURES ARE PORTABLE PLASTIC DRUMS. DURING DAYTIME SHOULDER CLOSURES, 42
OVERSIZED CONES MAY BE SUGSTITUTED FOR 36" CONES. DURING MGHTTME SHOULDER
CLOSURES, 42" QVERSIZED CONES ARE PROHSITES FOR USE. F THS TRAFFIC CONTROL
SEFU® EXTENDS NTO THE HGURS OF DARKNESS, RUFLACE ALL CONES, 367 OR 427
OVERSIZED, WITH PORTABLE PLASTIC DRUMS.

THE 36" CONES UTIIZED DURNG DAYLIGHT HOURS ARE NOY REQURED TO 8t
REFLECTORIZED. REFLECTORIZE ML 42" OVERRZED CORES UTRIZED DURNG DAYTIVE
SHOWRLOER CLOSURES WiTH TYPE 11 FLEXBLE PRISMATIC RETROREFLECTIVE SHEETNG UMNLESS
OTHERWISE DSRECTED BY THE DEPARTMENT. REFLEGCTORIZE ALL PORTABLE PLASTIC DRUMS
WITH TYPE 8 FLEXBLE PRISMATIC RETROREFLECTIVE SHEETNG UNLESS QTHERWISE RRECTED
BY THE DEPARIMENT.

. THE OEPARTHENT PROGHIBITS CONCUCTING WORK OH PRMARY AND SECGROARY ROUTES

WiTHH §' OF THE NEAR EOGE OF THE ADJACENT TRAVEL LANE UNDER A SHOULDER CLOSURE.
ALL WORK THAT MAY REQURE THE PRESENCE OF EQUAFMENT, PERSONREL, MATERALS OR
WORK VEHCLES WITHN ¥ OF THE NCAR EDGE OF THE ADJACENT TRAVEL LANE SHALL BE
CONDUCTED UNDER A LANE CLOSURE.

CASE B WHENEVER ANY PORTION OF THE SHOULDER AREA WiTHH 15' BUT KOT CLOSER
THAN T OF THE KEAR EDGE OF THE ADJACENT TRAVEL LANE WUST BE CCCUPED
BY EGUPHMENT, PERSONNEL, MATERIAS OR WORK VEHCLES TQ CONDUCT THE
WORK, RISTALL AND MANTAMN THE SIGNMNG A TRAFFIC COMTROL DEVICES AS
ELUSTRATED.

CASE #r WHENEVER THE ¥ORK IS CORDUCTED BEYOND 15' BUT WITHN 30' COF THE KEAR
£6GE OF THE ADJACENT TRAVEL LANE, INCLUDING THE PRESENCE OF EQUPMENT,
PERSONKEL, MATERIALS OR WORK VEHCLES, BISTALL AV MANTAN THE SIGHMNG
AND TRAFFIC CONTROL AS RLUSTRATZD.

CONDUCT THE WORK ™ SUCH A MANNER THAT Wil NOT REGUARE ENCROACHMENT OF
TRAFFIC CONTROL DEVICES, EQUPNENT, PERSONNEL, MATERIALS OR ANY WORK RELATED
VEHCLES WiTHIN ' OF THE NEAR EOGE OF TRE ADJACENT TRAVEL LANE.

PLACE THE TRUCK MOWITED ATTERUATOR AT A LOCATION KIO' N ADVANCE OF THE WORK
ACTIVITY AND NO CLOSER THAN 1 FROM THE MEAR EOGE OF THE ADJACENT TRAVEL LANE.

FOR A CASE | SCENARQ IH THE RIGHT SHOULDER AREA, ADJUST THE TAPER AS RECESSARY
TO Fif THE WIOTH OF THE SHOULDER WHLE MANTAMNNG THE REQURED 250" TAPER LENGTH,

. IF WORK 15 BEING CONOUCTED SIMULTANEQUSLY AT TWO DIFFERENT LOCATIONS AT THE

SANE TIME UNDER CASE | SHOVADER CLOSURES, SEPARATE THE TWO LOCATIONS BY }O
LESS THAY 1 MLE FROM THE ENO OF THE FRSYT CASE | CLOSURE THAT A MOTORIST WAL
ENCOUNTER TO THE BEGUSMNNG OF THE TAPER OF THE SECOND CASE | CLOSURE, A
MNMGY SEPARATION DSSTANCE OF ORE-HALF MLE IS RECOMUERDED BETWEEN SHOULDER
CLOSURES WHEN ONE GR BOTH SHOULDER CLOSURES IS A CASE § CLOSURE.

. THE DFPARTMENT RESERVES THE RiGHT TO RESTRICT WORK OPERATIONS ANDZOR WITHHOLD

THE BMONTHLY ESTMVATE ¥ THE TRAFFIC CONTROL 1S NOT PROPERLY WNSTALED AND
MANTARED AS DRECTED BY THE STANOARD SPECFICATIONS, THE SPECIAL PROVISIONS, THE
STANDARD DRAWWNGS, THE PLANS AND/OR THE ENGREER.

THS TYPCAL TRAFFIC CONTROL SETUP APPLES TO THE RISTALLATION OF SHOULDER
CLOSURES 1M THE RIGHT SHOULGER AREAS OF PRMARY AND SECONDARY ROADWAYS.
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PORTABLE TRUGCK MOUNTED ATTENUATOR

1. UTILIZE A TRUCK WOUNTED ATEENUATOR ATTACHEQ YO THE REAR OF A FRUCK YITH A

RGN GROSS VERCULAR WEIGHT (GVM) OF 15,000 POUNDS {ACTUAL WEIGHTL' ¥ THE
ADDITION ©F SUPPLEMENTAL WEIGHT TO THE VEHCLE AS BALLAST S WECESSARY, CONTAN
THE MATERIAL VITHRE A STRUCTURE COWSTRUCTED OF STEEL, CONSTRUCT THS STEEL
STRUCTURE TO HAVE A BBNMUM OF FOUR SDES AND A BOTTOM. A TOP IS CGPTIONAL.
BOLY THS STRUCTURE TO THE FRAME OF THE TRUCK. UTMIZE A SUFRGEKRT NUNBER OF
FASTENERS FOR AFTACHMENT OF THE STEEC STRUCTURE TO 7HE FRAME OF THE TRUCK
TO ENSURE THE STRUGTURE WILL KOT SEPARATE FROM THE FRAVE OF THE TRUCK DURING
AN MPACT UPON THE AYTACHED TRUCK MOUNTED ATTENUATOR. UTAIZE EITHER DRY LOOSE
SAH0 CR STEEL REWFORCED CONCRETE FOR BALLAST MATERSAL WITHMN THE STEEL
STRUCTURE TO ACHEVE THE NECESSARY WEIGHT. THE DALLAST MATERIAL SHAML RENAM
CONTANED WITHMY THE CONFNES OF THE STEEL STRUCTURE AND SHALL WNOT PROTRUDE
FRCM THE STEEL STRUCTURE M ANY MANNER,

2. LOCATE TRE TRUCK MOUNTED ATTENUATOR 100 FEET #1 ADVANCE GF THE WORK AREA

UNLESS OTHERWISE SPECIFIED.

3. PROVIDE, INSTALL ANO MANTAN THE TRUCK MOUNTED ATTENUATOR AS SPECEEC BY THE

STANDARD SPECEICANIONS AND AS DRECTED BY THE ENGNEER.
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ADVANCE WARNING ARROW PANEL

ALL ADVANCE WARMKRG ARROW PANELS SHALL BE 48" x 957 WITH A MNMUM LEGBLITY
DISTANCE OF 1 MLE, PLACEMENT OF AN ADVANCE WARKNG ARROW PANEL MAY REQUAE
ADWUSTHENTS BUE TO HORIZONTAL AND/OR VERTICAL ALIGNMEHT OR OTHER SIGHT BISTANCE
RESTRICTIONS. THE PANEL FACE SHALL BE NOIREFLECTIVE BLACK, AL ADVANCE WARNNG
ARROY PANELS SHALL COMALY WITH THE STANDARD SPECFIGATONS FOR HGHWAY
CONSTRUCTION, LATEST ECITGRE

WHEH AN ADVANCE WARNNG ARROW PANEL 1S REQURED TO QPERATE W THE CHUTION MODE,
THE ADVANCE WARNNG ARROW PANEL SHALL DISPLAY THE ‘“FOUR CORNERS™ CAUTHON MODE,
WITH ONE LAVP Bt EACH CORNER. BISPLAY OF ANY OTHER TYPE CF CAUTION MODE GTHER

N THE “FOUR CORMERS™ CAUTION MODE SUCH AS THE “FLASHNG BAR" OR THE
PALTERNATING DIAMOND CAUTION HODES ARE UNACCEPTABLE AND PROMSITED.
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